NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETRES.
2. ALL EXPOSED STEEL WORK SURFACES SHALL BE TREATED AND PAINTED GENERALLY IN ACCORDANCE WITH THE GENERAL SPECIFICATION.
3. COLOUR OF PAINTING TO BS 5252 F(1976):
   (A) TOP BARS : RED AND WHITE, CODE 04E5 & 00E55
   (B) OTHERS : ORANGE, CODE 06E55
   (C) LOGO : BLUE, CODE 18E51
   (D) LETTERS, CHARACTERS & LINES : BLACK, CODE 00E53
4. NOTICE BOARD SHALL BE PROVIDED AT ENDS OF WORKS AND AT INTERMEDIATE POSITIONS FOR WORKS EXCEEDING 50 METRES IN LENGTH.
5. ALL JOINTS AND CONNECTIONS SHALL BE FILLET WELDED
   ALL ROUND UNLESS OTHERWISE SPECIFIED.
6. OPEN ENDS OF THE TUBULAR POSTS SHALL BE EFFECTIVELY SEALED BY WELDED MILD STEEL PLATES.
7. OTHER APPROVED EJECTING DETAILS FOR THE BARRIERS MAY BE USED.
8. GALVANIZED TUBE SHALL BE LIGHT SERIES TO BS 1387.
   (CONT'D IN SHEET 2)
9. SUPPORT AND FIXING ARRANGEMENTS AND DETAILS FOR SMALL SIZE BOARD TO BE APPROVED BY THE ENGINEER.
10. THE NOTICE BOARD SHALL EITHER BE DS 1066 (SIZE 600 X 350) OR DS 1074 (SIZE 930 X 500).
11. FOR DETAILS OF DRAINAGE SERVICES DEPARTMENT LOGO, SEE DRG. NO. DS 10573.
12. THE SIZE OF THE LOGO IS 49 X 54 (68 X 75) AND CHARACTER SIZES ARE TABULATED AS FOLLOWS:

<table>
<thead>
<tr>
<th>LARGE ENGLISH CHARACTER</th>
<th>SMALL ENGLISH CHARACTER</th>
<th>LARGE CHINESE CHARACTER</th>
<th>SMALL CHINESE CHARACTER</th>
<th>HEADING</th>
</tr>
</thead>
<tbody>
<tr>
<td>HEIGHT</td>
<td>18 (25)</td>
<td>9 (12)</td>
<td>21 (30)</td>
<td>18 (25)</td>
</tr>
<tr>
<td>WIDTH</td>
<td>14 (20)</td>
<td>7 (10)</td>
<td>21 (30)</td>
<td>18 (25)</td>
</tr>
</tbody>
</table>

REMARKS: THE SIZE IN BRACKET IS FOR 930 X 500 NOTICE BOARD.